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IM
PO

RTA
N

T: Before you begin, fam
iliarize yourself 

w
ith the kit contents, identify all parts, read through all 

instruction inform
ation and have the necessary tools 

on hand to get started.

PA
RT ID

EN
TIFICATIO

N
A

. #8 x ¾
” O

val H
ead Phillips W

ood Screw
    

-7 req.
B. ¼

 - 20 x ¾
” Phillips M

achine Screw
 

-8 req.
C. ¼

 - 20 x 1” Phillips M
achine Screw

 
-8 req.

D
. #10 x ½

” Phillips M
achine Screw

 
-4 req.

E. Plastic Screw
 H

ole Cap 
-8 req..q

er 
4-

 y
lb

me
ss

A 
ed

il
S .

FG
. Postitioner Base A

ssem
bly 

-2 req..q
er 

1-
 t

ek
ca

rB
 t

ro
pp

uS
 .

H
.q

er 
2-

 t
ro

pp
uS

 fl
eh

S .
I

.q
er 

1-
 p

ac
/

w ”
71

 t
fa

hS
 .J

.q
er 

2-
 y

ar
T 

no
o

M f
la

H .
KL.Rev-A

-Tray Support Bracket 
-1 req.

Position and tape tem
plate on inside of the 

face fram
e vertically (hinge side) as show

n in 
illustration. U

sing a 1/16” diam
eter bit, drill 

5/8” deep pilot holes through the tem
plate at 

the 7 arrow
 locations show

n. N
O

TE: If install-
ing Rev-A

-Tray (single tray) note hole locations 
on tem

plate.

STEP 1

STEP 2
M

atch positioner base over 4 base holes as 
show

n and install to cabinet bottom
 using 

four (4) #8 x ¾
” oval head Phillips w

ood screw
s. 

M
atch support bracket over 3 rem

aining pilot 
holes as show

n and install it to cabinet fram
e 

using three (3) #8 x ¾
” oval head Phillips w

ood 
screw

s. N
ow

 m
atch the other positioner base 

over the support bracket and attach 
using four (4) #10 x ½

” m
achine screw

s. 
N

O
TE: O

rient Lock dow
n screw

 on positioner 
base assem

bly tow
ard opening. N

O
TE: For

 Rev-A
-Tray use bracket (L).

STEP 3
STEP 4

STEP 6
STEP 7

STEP 8

Place slides on top of shelf support w
ith

this slide tow
ard door opening. Pull top

half of slide all the w
ay out and m

atch
bottom

 half end holes over threaded
holes on shelf support. Fasten slides to
support using tw

o (2) (1 per slide)
1/4 - 20 x 3/4” Phillips m

achine screw
s

(see illustration).

W
ith top half of slides still all the w

ay
extended, com

plete slide installation
to 2 rem

aining threaded holes on shelf
support. U

se tw
o (2) m

ore (1 per slide)
¼

-20 x ¾
” Phillips m

achine screw
s and

screw
 them

 in through the large access
holes in top half of slides (see
illustration).

N
ow

 m
atch a H

alf M
oon tray over slides

and install it to slides w
ith four (4) ¼

 - 20 x 1”
Phillips m

achine screw
s. Illustration show

s
the 4 holes for correct installation of tray
to slides. Then push (4) plastic screw

 cover
caps into tray holes (caps show

n over screw
s

in illustration).

Take your pivot &
 slide assem

bly, m
atch

it over the bottom
 positioner base

and insert the shaft through the top
positioner base, the pivot and slide
assem

bly, and into the bottom
 positioner

base until the shaft bottom
 (open end)

sets on cabinet bottom
. N

ow
 using your

screw
 driver, tighten the set screw

s on
both positioner bases (arrow

 points out
top set screw

). Be sure to tighten bottom
positioner base set screw

 (not visible in
illustration).

Pivot O
nly A

ssem
bly: Install H

alf M
oon

tray directly to shelf support using four
(4) ¼

 - 20 x 1” Phillips m
achine screw

s.
Then push plastic caps into all 4 tray
holes (illustration show

s plastic caps
above screw

s).

N
ow

 slide the pivot assem
bly on shaft so

it rests on the top positioner base. Your
installation is now

 com
plete and should

look like the illustration.

STEP 5




