
■ Parts composition
Check that the package contains 
items shown below.

■ Door jamb and door preparation
Refer the below drawings for your notch working correctly.

Please read this instruction sheet carefully for proper installation and 
operation. This instruction sheet should be kept after installation.

Sliding Door Latch,  Model HC-30,  
Model HC-30H (with indicator) 
Model HC-30R (double-sided thumb turn type)

Installation Instruction

 (See Note 1)

Partition plate
 (HC-30 only)

Double-sided
thumb turn plate

(HC-30R)

 (See Note 2)
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 (HC-30H only)
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 Mounting frame and Mounting plate (Door jamb)  Latch body (Sliding door side)

Centerline
Thickness 

(See Notes above.)
Centerline

Note 1, 2: Door thickness, screw length and spindle length

Door 
thickness

Screw 
length

Spindle 
length Remarks

28〜31 12 23
32〜36 17 27
37〜40 22 32
41〜44 25 35

HC-30R 
only45〜48 27 39

49〜52 32 43



Thumb turn plate B

 

 

 

Outside

Indicator 
(surface) 

Blue

再校

■ Installing procedures

■ EMERGENCY OPENING

④③

②①
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■ Checking the operation of Latch

“Latched”

Red

“Unlatched”

Blue

Sugatsune is not liable for any damage or injury caused by improper 
installation or operation.




